Permanence of Water Repellency

The use of DARAPEL® alone or in conjunction with other admixtures reduces water penetration in hardened concrete. DARAPEL® reduces the permeability of the concrete by inhibiting the free passage of moisture through the capillaries present in the hardened paste. Unlike postapplied treatments, the interior of the concrete containing DARAPEL® repels water even when the exterior surface has been subjected to heavy weathering, thus providing continuous protection.

Absorption Reduction as a Function of Dosage Rate

To evaluate DARAPEL®’s performance as a water repellent, it was tested in the laboratory alone and in combination with water-reducing and air-entraining admixtures. The concretes were prepared according to ASTM C192, moist cured for 28 days, and then dried to constant weight. The concrete samples were then immersed in water for 24 hours and re-weighed. The results are expressed as the percent reduction in absorption relative to a control (not containing DARAPEL®) sample. The results are found in Graph 1.

It is important to remember that DARAPEL® admixture is a water repellent, not a waterproofer. Under these particular test conditions (completely submerged in water) all capillaries in the aggregates and cement paste will eventually fill with water. This is a natural event and can only be prevented by completely sealing the concrete.

Used in ready-mixed or precast concrete, DARAPEL® will provide the most cost-effective level of water repellency at 400 mL/100 kg (6 oz/100 lbs) of cementitious. Lesser amounts will provide proportionate levels of protection. It should be noted that the use of water reducers also help reduce the porosity of the concrete paste, thus increasing the percent reduction in absorption at a given dosage rate of DARAPEL®.
We hope the information here will be helpful. It is based on data and knowledge considered to be true and accurate and is offered for consideration, investigation and verification by the user, but we do not warrant the results to be obtained. Please read all statements, recommendations and suggestions in conjunction with our conditions of sale, which apply to all goods supplied by us. No statement, recommendation, or suggestion is intended for any use that would infringe any patent, copyright, or other third party right.

DARAPEL is a trademark, which may be registered in the United States and/or other countries, of GCP Applied Technologies Inc. This trademark list has been compiled using available published information as of the publication date and may not accurately reflect current trademark ownership or status. These products may be covered by patents or patents pending.

© Copyright 2018 GCP Applied Technologies Inc. All rights reserved.

GCP Applied Technologies Inc., 62 Whittemore Avenue, Cambridge, MA 02140 USA.

In Canada, 294 Clements Road, West, Ajax, Ontario, Canada L1S 3C6.

This document is only current as of the last updated date stated below and is valid only for use in the United States. It is important that you always refer to the currently available information at the URL below to provide the most current product information at the time of use. Additional literature such as Contractor Manuals, Technical Bulletins, Detail Drawings and detailing recommendations and other relevant documents are also available on www.gcpat.com. Information found on other websites must not be relied upon, as they may not be up-to-date or applicable to the conditions in your location and we do not accept any responsibility for their content. If there are any conflicts or if you need more information, please contact GCP Customer Service.

Last Updated: 2018-08-24